M/P WINDOW OPERATOR

APPLICATIONS
7256 Multi Point Window Trim Set
Above sets include 4586 Lever

MATERIALS
Solid Brass

HOW TO ORDER
1. Specify finish.
2. Specify 7mm spindle length from edge of window sash.

REMEMBER
1. 7mm spindle is standard...must supply required projection from underside of escutcheon.
2. 43mm screw center to center - M5 oval slot head screws are standard.
3. Escutcheon width is critical dimension, please verify.
4. Includes detent mechanism.

SET COMPONENTS
Multi Point Window Trim Set includes one M/P window escutcheon (43mm) with lever attached, detent mechanism, 7mm straight spindle and two M5 screws.
SIGNATURE FINISHES

SOLID BRASS FINISHES

LEVEL 1
Antique Brass (AB)
Antique Burnished Brass (ABB)
Burnished Brass (BB)
Oil Rubbed Bronze (BZ)
Kensington (KN)
Polished Antique (PA)
Polished Antique — No Lacquer (PANL)
Polished Brass (PB)
Polished Brass — No Lacquer (PBNL)
Revere Brass (RB)
Revere Tarnished (RT)
Satin Brass (SB)
Satin Brass — No Lacquer (SBNL)
Tarnished (TN)
Weathered Brass (WB)
Weathered Bronze (WZ)

LEVEL 2
Antique Burnished Nickel (ABN)
Antique Nickel (AN)
Burnished Nickel (BN)
Matte Black (MB)
Polished Chrome (PC)
Polished Nickel (PN)
Revere Nickel (RN)
Satin Nickel (SN)
Weathered Antique Nickel (WA)
Weathered Copper (WC)
Weathered Nickel (WN)

LEVEL 3
Antique Polished Silver (APS)
Polished Silver (PS)
Satin Silver (SS)

PRICE ON REQUEST
Polished Gold (PG)
Satin Gold (SG)

Custom finishes available on request.